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Polyfelt

Polyfelt F-Filtration Geot les

Properties of Polyfelt F-Filtration Geotextiles

Property Test Standard F78F68F58

Product description Two-layer mechanically bonded

PP continuous filament nonwoven

Raw material 100% UV stabilized polypropylene

Number of filter constrictions *

0pening size (0,0)

Permeability normal
to the plane 50mm head

acc. Giroud

tso 1 2956

tso 1 1058

mm

l/m'ls
mm/s

25-40

0.08

45

25-40

0.08

35

25-40

0.08

25

Tensile strength (MD/CD)

Elongation at max. load {MDICD)

Max. absorbed energy **

Dynamic drop cone

CBR puncture resistance

UV Resistance strength retained

lso 1031 I

tsO 10319

lso 13433

rso 12236

3 months outdoor
exp. Asian conditions

kNlm

Yo

kN/m

mm

N

nh

24t24

90/40

7.50

14.00

3300

>75

30t30

90140

9.50

I 1.00

4500

>75

35t35

90/50

12.00

9.00

6500

>75

Chemical / biological resistance Resistant against all chemical agents and

microorganisms usually occuning in seas or rivers

Thickness 2 kPa

Mass

lso 9863

tso 9864

mm

g/m'

.g
{'
I
0

N

F

@

5.50

800

4.50

600

3.00

400

Form of supply

Width x Length

Area
I

Weight of roll

mxm

mt

kg

4x 100

400

170

4x60

240

154

4x40

160

138

" See back page fu definition
** kltensilesttengthxelnngation)-Tensilestrcngthandelnngati1nvalaesarcavercgeofM0andCD.

fhe values given are indicativeand conespond to average values ohtained in accrcdited testing lahurat1ries and institutes.

The infornation given in this brochure is to the hest of our knowledge true and c1rrect. However new research rcsults and practical
experience can nake revisions necessary. Alo gaarantee or liahility can be drawn frun the infornation nentioned herein. farthernore, it is
nqt 0u intention t0 violate any patents orlicenses.

TenCate Geosynthetics Asia Sdn. Bhd. {264232.U1
14, Jalan Sementa 27i 91, Seksyen 27
40400 Shah Alam, Selangor Oarul Ehsan, Malaysia
Tel  +6 03 5192 8568, Fax +6 03 5192 8575
info.asia@tencate.com, www.tencale.c0m

0ther forns of supply as well as grades, adjusted t0 thl
rcquirenents 0ftheprnject, arc available on rcquest.
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